Aweber

SAINT-GOBAIN

DECLARATION OF PERFORMANCE

According to Regulation (EU) 305/2011 on construction products and its amending
Regulation (EU) 574/2014

webersan evoluzione
DoP-HU- SE200-3.1

1. Unique identification code of the product-type:
SE200

2. Intended use(es):

Mineral-based, hydrophobized plaster (GP) with wall-drying and salt-binding properties,

for hand and machine application.

3. Manufacturer:

Saint-Gobain Hungary Kft.
2085, Pilisvorésvar Bécsi ut 07/5 hrsz.

SAINT-GOBAIN www.hu.weber

4. Authorised representative:

5. Systems of AVCP:
AVCP 4

6.a Harmonised standards:
MSZ EN 998-1:2017

6.b Notified body(-ies):

SAINT-GOBAIN
Saint-Gobain Hungary KFt.

2085 Pilisvorosvar, Bécsi Ut 07/5 hrsz. « Tel: (+36) 26-567-600 - Fax: (+36) 26-567-608 - E-mail: info@huweber, headoffice@huweber «

DoP-HU- SPR100-3.1
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7. Declared performance(s)

Harmonised
General properties (GP) Performance technical standards
Grain size <2,0mm
Bulk density = 1000 kg/m?®
Compressive strength CSll
Bond strength 1,77 N/mm?
Capillary water aborption = 2,68 kg/m? MSZ EN 998-1:2017
Water penetration 5 mm
Water vapour permeability (u) 5/20
Thermal conducityity [Ao,dry (P=90%)] 0,25 W/(mK)
Thermal conducityity [Ao,dry (P=50%)] 0,27 W/(mK)
Reaction to fire A1

8. The performance of the product identified in points 1 is in conformity with the
declared performance indicated in point 7.

In accordance with Regulation (EU) No 305/2011, this declaration of performance is
issued under the sole responsibility of the manufacturer identified in point 3.

Signed for and on behalf of the manufacturer by:

y

A~

Goncz Gabor
Gyarvezetd

Done at Pilisvorosvar, on 06.06.2023
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